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e Flexible Packaging & Inks Waterbased solutions to expand boundaries

Highlights

Overall Science Sustainability
1,283 431 0.85 -z

Y 4 O work hours
Total number of employees wordwide Number of active patents Accidents - index of frequency
199916 >90% 57,258

Y 4 tons O Y 4 tons CO:
Quantity of finished products sold Eco-friendly products Escopes 1and 2 GHG emissions
422 17% 881
milion € O ML

Net group sales Employees in R&D Waterwithdrawal

34 32.2% 885,157 .

Total number of operations Products of natural origin Energy consumption
(agro and personal care)
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Lamberti

& flexible pacakging

A Tull set of solutions for
outstanding performance
for specific requirements

Esacote LP Esacote PU Esacote LP
SE:II.E:;LE PRIMERS FOR . . BARRIER . : BINDERS FOR
SOLUTIONS PLASTIC FILMS .. .. COATING .. .. DIGITAL INKS

Esacote AC Esacote AC | ° ° °° Esacote UA Esacote AC Tteene )



Lamberti

& flexible pacakging

A Tull set of solutions for
outstanding performance
for specific requirements

Esacote PU Esacote PU Esacote PU
TRANSFER . Esacote UA OVER PRINT : IE(I)"'II'[())E/RIELII:E())(I(R)
COATING . VARNISHES -

. . LAMINATION INKS

Esacote UA Esacote AC "teeec ’



Primers
\Water based solutions
for specific requirements

== Esacote®

Esacote PU
Esacote AC
Esacote UA

* Excellent adhesion °®
« on multi substrate -

Strong affinity
to Al deposition

Improved
ink adheshion
over primer

Enhanced
print definition



Over print varnishes
Glossy & matt effects

° ° Ultra matt e e,
* Glossy appearance ° °c . D
o o appearance
— ®
== Esacote
> o, o & o 4 .« ® °, e ¢ o c® o Anti
Esacote PU h e o Ces fingerprint
Esacote AC ° ce °
Esacote UA . .
Esacote LX : Abraslo.n & scratch Soft touch FUSE e
resistance =



Transfer coatings
Hot & cold stamping foll

Low peeling
' strength on '
- untreated BOPET .

° Thermalresistance @ .- -. .
for hot stamping )

== Esacote®

Esacote PU
Esacote UA

, 1ettttcels Block/ Tack free

Enhanced : Al vacuum
printability . deposition



Barrier coating
Water hold out
& OGR resistance

== Esacote®

Esacote LP
Esacote AC

Water
hold out

. Direct food contact

compliance

Oil & grease
resistance

Block / Tack free



Heat sealable coating
Low SIT

Low SIT sealing High sealing

- ® :. initial temperature - strenght
== Esacote
Esacote LP ’ . B - .
Esacote AC Teee RERE



Binder for WB roto, e - e -
flexo & digital inks g - g

Adhesion i . Compatibility with °
on plastic films . . pigment paste
— ® * Compatibility with ¢ eeese - c -
== Esacote YL ument paste - == Esajet >+ Resolubility

Esacote PU

High lamination

strenght Filterability



Q

Market Trends

PAPER REPLACING

SUSTAINABILITY &

PLASTIC BIODEGRADABILITY

......
........

- SPECIAL : BIOACTIVE
- REQUIREMENTS:  COATINGS

e ° 0
.. ..

..........
...........................

- TAILORMADE
- DEVELOPMENTS

[ J [ ]
.....



lamberti.com

surfacetreatment.lamberti.com
coatings@lamberti.com


https://www.lamberti.com
https://surfacetreatment.lamberti.com/markets/ink-ingredients.html
mailto:coatings%40lamberti.com?subject=

